


THE RIGHT SIZE 
FOR YOU

ON SITE 
REUTILIZATION

BREAK DOWN 
THE COSTS

ELECTROMAGNETIC IRON SEPARATOR 
FOR MB CRUSHER BUCKETS
The result of MB research, unique equipment, 
simple to install, comfortable to use

BF 60.1
Recommended for 
excavators ≥ 8 Ton.

BF 70.2
Recommended for 
excavators ≥ 14 Ton.

BF 90.3
Recommended for 
excavators ≥ 20 Ton.

BF 120.4
Recommended for 
excavators ≥ 28 Ton.
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Whether for large or small 
work sites we make crushers 
for excavators starting from 

the right one for your needs.

Pick up the materials and 
crush them directly on site. 
Our crushers increase your 

Eliminating transportation 
and waste disposal costs 
means huge savings.
With our bucket crushers, 
your work is more 
competitive.

 easy installation on the crusher bucket: 
(only BF 70.2 and 60.1 need a little drilling 
work on the rear part of the bucket).
 installation of the electrical system 
on the processing machinery is at the 
expense of the client. We recommend 
using a specialized technician (vehicle 
electrician).

SUPPLYING KIT
 Meccanica Breganzese supply the 
magnet, the magnet support and the 
installation kit to the client.

SPECIFICATIONS

CAPACITY

RECOMMENDED EXCAVATOR 

BUCKJAWS ADJUSTMENT 

BUCKET OPENING

1° Gran Premio 
al Salone 

Internazionale 
delle Invenzioni

Ginevra
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WEIGHT

Tons >= 8 >= 14 >= 20 >= 28

m3 0,50 0,60 0,75 1,00

mm L.600 H.450 L.700 H.550 L.900 H.450 L.1200 H.450

mm >=20 <=100 >=20 <=120 >=20 <=120 >=20<=120

Tons 1,5 2,25 3,5 4,9

PRODUCTION OF AVERAGE 
TOUGHNESS MATERIAL
(under ideal conditions)
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   *Thickness adjustment crushing.

IRON SEPARATOR KIT CODE TOTAL WEIGHT ATTRACTION EFFECT

TECHNICAL SPECIFICATIONS 


